








UP DOWN UP DOWN

DSA-1S 1 1.8-4 6.3 5 7 6.5 125 1.5 1.5 1.5 250:5 1

DSA-1.9W 1.9 1.8-4 6.3 5 7 6.5 125 1.5 1.5 1.5 250:5 1

DSA-2W 2 1.8-4 6.3 5 7 6.5 125 1.5 1.5 1.5 250:5 1

DSA-1.5S 1.5 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-1.9S 1.9 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-2S 2 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-2.5S 2.5 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-3W 3 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-5W 5 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-7.5W 7.5 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

DSA-10W 10 3.5-4 12.7 10.5 13.9 11.5 125 1.5 1.5 1.5 250:5 1

RECOMMENDED SETTING DATA OF LOAD LIMITER

100% 125%
Load Current

[%]

LOAD CURRENT [A] LOAD LIMITER SETTING RANGE APPLIED CURRENT TRANSFORMER

HOIST CAPACITY
[TON]

CT Ratio

POWER SOURCE AC 220[V] 3PH 60Hz

MODEL NO'

Turn

MOTOR CAPACITY
[KW]-POLES Start Time

[SEC]
Over Load Time

[SEC]
Rest Time

[SEC]



UP DOWN UP DOWN

DSA-1S 1 1.8-4 3.5 2.3 4.5 3.5 125 1.5 1.5 1.5 250:5 1

DSA-1.9W 1.9 1.8-4 3.5 2.3 4.5 3.5 125 1.5 1.5 1.5 250:5 1

DSA-2W 2 1.8-4 3.5 2.3 4.5 3.5 125 1.5 1.5 1.5 250:5 1

DSA-1.5S 1.5 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-1.9S 1.9 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-2S 2 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-2.5S 2.5 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-3W 3 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-5W 5 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-7.5W 7.5 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

DSA-10W 10 3.5-4 7.2 5.5 8.3 6.3 125 1.5 1.5 1.5 250:5 1

CT Ratio Turn

MOTOR CAPACITY
[KW]-POLES Start Time

[SEC]
Over Load Time

[SEC]
Rest Time

[SEC]

POWER SOURCE AC 380[V] 3PH 60Hz

MODEL NO'

RECOMMENDED SETTING DATA OF LOAD LIMITER

100% 125%
Load Current

[%]

LOAD CURRENT [A] LOAD LIMITER SETTING RANGE APPLIED CURRENT TRANSFORMER

HOIST CAPACITY
[TON]



UP DOWN UP DOWN

DSA-1S 1 1.8-4 3.4 2.3 4.3 3.2 125 1.5 1.5 1.5 250:5 1

DSA-1.9W 1.9 1.8-4 3.4 2.3 4.3 3.2 125 1.5 1.5 1.5 250:5 1

DSA-2W 2 1.8-4 3.4 2.3 4.3 3.2 125 1.5 1.5 1.5 250:5 1

DSA-1.5S 1.5 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-1.9S 1.9 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-2S 2 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-2.5S 2.5 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-3W 3 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-5W 5 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-7.5W 7.5 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

DSA-10W 10 3.5-4 7.2 5.3 8.1 6.1 125 1.5 1.5 1.5 250:5 1

POWER SOURCE AC 440[V] 3PH 60Hz

MODEL NO'

RECOMMENDED SETTING DATA OF LOAD LIMITER

100% 125%
Load Current

[%]

LOAD CURRENT [A] LOAD LIMITER SETTING RANGE APPLIED CURRENT TRANSFORMER

HOIST CAPACITY
[TON]

CT Ratio Turn

MOTOR CAPACITY
[KW]-POLES Start Time

[SEC]
Over Load Time

[SEC]
Rest Time

[SEC]
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